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Automotive
 
 
Electronics
 
 
Fire Prevention / Safety
 
 
Glass
 
 
Metal
 
 
Life Science / Medical
 
 
Plastics
 
 
Electric Utility Sector
 
 
3D Printing
 
 
Additive Manufacturing
 

  Automotive
     〉
Thermoforming of Exterior Parts
     〉
Laminating of Interior
     〉
Vehicle Defect Analysis
  

  Electronics
     〉
Component Inspection
     〉
Design Validation
     〉
Temperature Monitoring of String Soldering Process
  

  Fire Prevention / Safety
     〉
Early Fire Detection
     〉
Garbage Bunkers
     〉
Quality Control
  

  Glass
     〉
Container Glass Production
     〉
Float Glass Production
     〉
Single Pane Safety Glass Production
     〉
Laminated Safety Glass Production
     〉
Low-E Glass Tempering
  

  Metal
     〉
Casting Processes
     〉
Continuous Casting Processes
     〉
Drop forging Processes
     〉
Deep Drawing Processes
     〉
Rolling Mill Processes
     〉
Vessels safety
     〉
Slag Detection
     〉
Monitoring of Materials
     〉
Galvanization Processes
     〉
Induction Hardening Processes
     〉
Induction Welding Processes
  

  Life Science / Medical
     〉
Fever screening
     〉
Production of Glass Syringe
     〉
Thermoforming of Dental Products
     〉
Sterilization of Glass Bottles
     〉
Cold Shock Therapy
  

  Plastics
     〉
Injection Stretch Blow Molding
     〉
Flat Film and Sheet Extrusion
     〉
Injection molding
     〉
Thermoforming of Foil
     〉
Blown Film Extrusion
     〉
Rotational Molding
  

  Electric Utility Sector
  

  3D Printing
     〉
Fused Filament Fabrication (FFF/FDM)
     〉
Filament
  

  Additive Manufacturing
     〉
Laser Metal Deposition (LMD)
     〉
Selective Laser Melting
     〉
Cladding / Wire Arc Additive Manufacturing (WAAM)
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Xi 410
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Compact spot finder IR camera, fast Ethernet and autonomous operation
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pdf 686.89 KB
Infrared cameras reduce scrap in the thermoforming process Application note












PI640

Microscope optics
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For the inspection of electronic boards and tiny components
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pdf 1.00 MB
Electronics Industry Brochure
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Compact spot finder IR camera, fast Ethernet and autonomous operation
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pdf 504.87 KB
Infrared technology for fire protection dedect fires early Application note
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Bottom Up GIS 640 R


Glass inspection system for glass tempering machines
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pdf 3.07 MB
Glass Industry Brochure












PI 1M
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Short-wavelength IR camera for laser processing applications
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pdf 2.27 MB
Metal Brochure












Fever screening
Systems
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Short-wavelength IR camera for laser processing applications
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pdf 4.28 MB
Infrared Basics












CT P3
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Pyrometer for temperature measurement of thin plastic film
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pdf 4.28 MB
Infrared Basics
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pdf 1.68 MB
Plastics Industry Brochure












Xi 400 CM
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for condition monitoring and early fire detection
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pdf 4.28 MB
Infrared Basics
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pdf 738.57 KB
Xi 400 CM Datasheet
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Compact spot finder IR camera, fast Ethernet and autonomous operation
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pdf 4.28 MB
Infrared Basics
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pdf 701.93 KB
PI 640i Datasheet LP
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Infrared Thermometers
 
 
Infrared Cameras
 

  Infrared Thermometers
     〉
     CS | CSmicro series     [image: ]  




for very limited installation space
     〉
     CT series     [image: ]  




for comfortable use with display and programming keys
     〉
     CSlaser | CTlaser series     [image: ]  




for large distances or small objects
     〉
     CSvideo | CTvideo | CSvision series     [image: ]  




for any distance and difficult viewing conditions
     〉
     CTratio series     [image: ]  




for small, obscured or moving objects
     〉
     Accessories     [image: ]


          〉
     Compact Connect | CompactPlus Connect     [image: ]  




for setup, T/t diagram, recordings, documentation
  

  Infrared Cameras
     〉
     Compact Line     [image: ]  




Motor focus, Autonomous operation, Ethernet and USBXi series

     〉
     Xi Accessories     [image: ]  





     〉
     Precision Line     [image: ]  




Exchangeable lenses, Special cameras for glass, metal, laser applicationsPI series

     〉
     PI Accessories     [image: ]  





          〉
     IRmobile App     [image: ]  





     〉
     Software PIX Connect     [image: ]  




Setup and analysis for Xi and PI series with extensive feature set
     〉
     SDK     [image: ]  




for Windows, Linux, MATLAB and LabVIEW
  





NEW




CSvision
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Innovative ratio pyrometers with video sighting
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IR Thermometer Selector
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Spot size Calculator
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pdf 4.28 MB
Infrared Basics
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pdf 4.19 MB
Product Overview
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Xi 1M
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Compact short wavelength spot finder IR camera for metal applications
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IR Camera Selector
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Optics Calculator
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pdf 4.28 MB
Infrared Basics
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pdf 4.37 MB
Infrared Cameras Overview
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Support
 
 
Service
 

  Support
     〉
Our Application Engineers
     〉
Videos
     〉
Lexicon
     〉
Distributors
     〉
Downloads
  

  Service
     〉
Calibration
     〉
Repair
     〉
Warranty
  
























Optris  >  Infrared Line Camera of Optris as Software Solution






Infrared Line Camera of Optris as Software Solution


Introduction of Innovative Linescanner-Function of the Optris PI Thermal Imager at Exhibition Control 2011


During the 7th special exhibition “Berührungslose Messtechnik” (non-contact temperature measurement) of the Fraunhofer-Allianz Vision at this years Control in Stuttgart, Optris will introduce the innovative linescanner-function of the optris PIX Connect software in hall 1, booth 1612.
“The extensive analysis software optris PIX Connect is delivered with each of our optris PI infrared camera”, informs managing director Dr.-Ing. Ulrich Kienitz.“Besides other functions, the optris PIX Connect software has an innovative linescanner mode which can be used for displaying and reliably monitoring continuous processes.
”The IR line camera is primarily used for non-contact temperature measurement at moving objects, especially if the optical path to the object is limited. The linescanner is installed for the measurement of bulk material on conveyor belts, such as carbon. A temperature monitoring at hot spots is taking place as blaze nests can lead to fire.
The linescanner-function conducts temperature measurement in one line with up to 200 pixels and displays those as a thermal image with unlimited quantity of lines. The opening angle of the camera is 60° with a wide-angle lens and can capture wide objects or conveyor belts. The camera finds ideal use in fast processes as it consists of 120 Hz (pictures per second).






The set up of the linescanner-function takes place through the optris PIX Connect software. After defining the position of the line within the thermal image – the optris PI is here used as a direction help – the configuration of the functionality takes place. The number of displayed lines can be defined or the definition of a trigger signal for the automatic thermal image saving. Finally the definition of the individual layout takes place such as the display of saved images in the snapshot history.  
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Lorenz-Oliver Riegel
PR & Content Specialist
Optris GmbH
Mail: pr@optris.de
Phone: +49 (0)30 500 197-45







Marketing Contact



[image: ]  






Björn Steppons
Marketing Communications Manager
Optris GmbH
Mail: bjoern.steppons@optris.com
Phone: +49 (0)30 500 197-21




















Contact for Advice and Sales Worldwide


We offer comprehensive advice for your individual applications


Our experienced application engineers ensure competent and reliable customer service in the field. In addition, Optris works closely with numerous distribution partners worldwide.











International


Ferdinand-Buisson-Str. 14
13127 Berlin, Germany
Phone: +49 (0)30 500 197-0
E-Mail: sales@optris.com
Internet: www.optris.com
Managing Director:
Dr.-Ing. Ulrich Kienitz








Worldwide central number
+49 030 500 1970

  Contact us
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Contact

Ferdinand-Buisson-Str. 14
13127 Berlin • Germany
Tel: +49 (0)30 500 197-0
Fax: +49 (0)30 500 197-10
E-Mail: info@optris.de
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